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AOT 8-5/8” “API” BOWL

AOT# DESCRIPTION # REQ. WT.
17-850 8-5/8” API BOWL 1 600.0
17-851 REMOVABLE HINGE PIN W/CHAIN 2 8.0

AOT 200 TON HINGED CASING SPIDERS
AOT# DESCRIPTION WT.
30-303 30”  200 TON HINGED CASING SPIDER 2200.00
30-203 20”  200 TON HINGED CASING SPIDER 1625.00
30-133 13-3/8”  200 TON HINGED CASING SPIDER 950.00

NOTE: AOT “CMS-3” SLIPS FIT & BAASH ROSS® UC-3 SLIPS FIT ABOVE SPIDERS

REDUCING BUSHINGS FOR 200 TON HINGED CASING SPIDERS
AOT# DESCRIPTION WT.
30-326 30”  X 26” REDUCING BUSHING 610.00
30-324 30”  X 24” REDUCING BUSHING 755.00
30-320 30”  X 20” REDUCING BUSHING 905.00
30-216 20”  X 16” REDUCING BUSHING 395.00
30-213 20”  X13-3/8” REDUCING BUSHING 480.00
30-190 20”  X 10-3/4” REDUCING BUSHING 525.00
30-195 13-3/8”  X 10-3/4” REDUCING BUSHING 165.00
30-188 13-3/8”  X 8-5/8” REDUCING BUSHING 265.00
30-201 REMOVABLE HINGE PIN W/CHAIN FOR ALL SPIDERS 18.00
30-202 BUSHING HANDLE 4.00
30-204 BUSHING RETAINER BOLTS & NUTS 1.00

The AOT API BOWL has the same bore and taper (4” per ft.)
as the API #3 split bowl.  All API drill collar, drill pipe & casing
slips can be used in this bowl.  It has a range of 2-1/16” thru
10”  F.J. and is rated for 100 tons.
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